President of India invites open tender in sealed cover from th
experience in conservation works of Ancient Heritage Archae
14.00 hours on 24.05.2017 which will be opened on the same day at 14.
the Superintending Archaeologist, Archaeological Survey o

detailed below up-to

F. No.M3/MSD/05/2016-17 ~ 49 <

Government of India

Office of the Superintending Archaeologist

Archaeological Survey of India

Kolkata circle, C.G.O. complex (4" floor)

Block-DF, Sector-I, Salt Lake City, Kolkata —700 064.
Web Site : www.asi.nic.in / www.asikolkata.in

OPEN TENDER NOTICE

Date:

-3 My am

Name of the Work: S.R (P) to structural repairs to Hazarduari Palace and relaying of existing pathway

near Irani Gate at Hazarduari Palace, Killa Nizamat, Murshidabad, West Bengal for the year 2016-17.

Sector-I, Salt Lake City, Kolkata—700064.

f India, Kolkata Circle, C.G.O.Comp

The Superintending Archaeologist, Archaeological Survey of India, Kolkata Circle, Kolkata, on behalf of the
e approved contractors/suppliers/agencies who have past
ological Monuments as well as buildings/sites , as per
30 hours in the Office of
lex (4™ floor), Block-DF,

directed in pavement, footpath, drive way etc including necessary
underlay complete in all respect with all labour and material .

SL. Total Per
No Name of Works/specification of works to be executed. Quantity to | Unit | Estimated Cost
be executed

1. | Scrapping off moss and blisters etc. through from exterior surface of 20254.86 | sqm
the wall, necessitating the use of scrapper, wire brush etc. sqm

2. | Stripping off worn out plaster and raking out joints of wall, ceiling etc 1924.68 sqm ~
up to any height and in any floor including removing rubbish and sqm N
stacking anywhere. =

3. | Sand and lime plaster including rounding off or chamfering comers as 1924.68 sqm S
directed and raking out joints where necessary.(12mm thick). sqm 5

-

4. | Decorative cement based paint (snowcem) after preparing the surface 20254.86 | sqm 3

including scraping the same thoroughly. sqm -
g =

5. | Priming one coat on timber, plastered or on steel or other metal surface 2577.00 sqm S :
with synthetic enamel/ oil bound primer of approved quality including sqm ol % S
smoothening surface by sand papering etc. E S ;

6. | Painting (two coats) with best quality synthetic enamel paint of 2577.00 sqm g‘ : 5
approved make and brand including smoothening surface by sand sqm - S 2
papering etc on the surface if necessary. E o ~:

s =

7. | Dismantling of lime tarraced path way and also removing the rubbish 718.20 sqm ol
as directed with in a head load. sqm Q‘

8. | Single layer brick flat soling picked jhama brick on the sand filling 718.20 sqm h?‘
trenches including removing & dressing bed proper level and filling sqm ]
joints with local sand. ;n’,,

9. | Cement concrete with graded jhama khoa (30 mm size) excluding 71.82 m’ &
shuttering in ground floor and foundation 1:3:6 mix. m’

10. | Supplying & laying interlocking designer paver block of any shade 718.20 sqm
and of approved quality as per IS : 1237-1980 laid in pattern as sqm
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